
TP-150 Teleprompter
TP-150 is the world’s first teleprompter system 
dedicated to PTZ cameras. It allows the presenter to 
read and control scripts in multiple languages.

The kit includes a mount that holds the tablet securely 
below the camera head. TP-150 is quick and easy to 
assemble with no special tooling required. The frame  
attaches to any standard tripod quick release plate.

TP-150 is a cost-effective solution that can be 
operated entirely by the presenter using the optional 
bluetooth or wired controller. It is suitable for small 
studios, business presentations and conferences or 
live events.
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MULTI-SCREEN WIRELESS PROMPTING 

Datavideo’s DVP-100 dv Prompter Pro server allows 
users to keep multiple prompter screens synchronized 

within a studio or even throughout an entire facility.

It works with any connected screen, whether it’s a 
tablet computer, smart television, laptop or even 

mobile phone. DVP-100 creates its 
own WiFi hotspot with each screen 
(up-to 8 devices) acting as either a 
teleprompting screen, script editor or 
controller. 

All the scripts are stored on the DVP-
100 and can be edited in real-time, with all live changes 
instantly shared with each prompter screen.

The dv prompter application is 
available to download free from the 
Apple App Store and Google Play 
Store.

Control the speed of your prompting,
jump between break marks and switch
scripts with the optional wireless or wired
WR-500 controller.

The App allows easy and quick overview of all your scripts. 
Users can send a document to the software via email or 
copying and pasting text. With the script editing and timing 
tool, text can be amended or added to accommodate any 
last minute changes.

The App gives the user control over the background colour 
and the font type, size and colour. It is intuitive to operate 
allowing quick changes to be made in the heat of a live 
production.
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